INSTRUKCJA MONTAZU

BRODZIK PRYSZNICOWY VEXO / VEXO BLACK
INSTALLATION MANUAL

VEXO /VEXO BLACK SHOWER TRAY

1. Umiesci¢ brodzik na podtodze w wybranym miejscu. Brodzik powinien by¢ umieszczony w rogu, tuz przy
wykonczeniu $cian, aby zapewni¢ odpowiednie uszczelnienie. Na podtodze zaznaczy¢ miejsce odplywu oraz
krawedzie brodzika.

1. Place the tray on the floor in the desired location. The tray should be put tight in the corner, right next to the
wall finish, to ensure a good seal. Mark the place of the drain and the edges of the shower tray on the floor.

2. W przypadku montazu brodzika bezposrednio na podtodze nalezy, w zaznaczonym na odptyw miejscu, usunaé
plytki / czes¢ podloza i przygotowaé wglebienie umozliwiajace zamontowanie wybranego odptywu
brodzikowego (przestrzegajac instrukcji montazu danego odptywu), przy zachowaniu wymaganego spadku do 17
mm. Przy wpuszczeniu brodzika w posadzke, w obrgbie miejsca przeznaczonego na montaz brodzika, nalezy
usuna¢ plytki lub czes¢ podtoza, az do odstonigcia betonowej podlogi. Nastepnie nalezy wykona¢ dodatkowe
welebienie na odplyw, zgodnie z powyzszym. W celu wyréwnania poziomu miejsca montazu brodzika z
poziomem wykonczonej podlogi, nalezy wykorzysta¢ mieszanke piasku i cementu. Bardzo wazne jest to, by
mieszanka w pelni wyschla przed montazem brodzika.

WAZNE! Do montazu brodzika lub wyréwnywania poziomu posadzki, nie nalezy stosowa¢ zadnej pianki
montazowe;j!

2. When installing the shower tray directly on the floor, in the place marked for the drain installation, remove the
tiles / floor substrate and prepare a recess for the installation of the selected shower tray drain (following the
installation instructions for the drain), while maintaining the required slope of up to 17 mm. When the shower
tray is lowered into the floor, within the place where the shower tray is meant to be installed, remove tiles or part
of the floor substrate and other elements until the concrete floor is exposed. Then make an additional recess for
the drain according to the above. In order to align the level of the shower tray installation site with the level of the
finished floor, a mixture of sand and cement should be used. It is very important that the mixture is fully set
before installing the shower tray.

IMPORTANT! For the installation of the shower tray or leveling the floor, do not use any type of mounting foam!

3. Podiaczy¢ odptyw do rury odptywowej, przestrzegajac instrukcji montazu danego odptywu. Przed montazem
brodzika nalezy doktadnie sprawdzi¢ szczelno§¢ montazu odptywu.

3. Connect the drain to the outlet pipe, following the installation instructions for the chosen drain. Before
installing the shower tray, carefully check the tightness of the drain assembly, to make sure there are no leakages.

4. Umiesci¢ brodzik w miejscu montazu. Sprawdzi¢ umieszczenie i dopasowanie miejsca montazu odptywu oraz
wypoziomowanie wszystkich 4 bokéw brodzika. Osadzi¢ brodzik na elastycznym kleju do montazu ptytek. Przed
zwigzaniem kleju nalezy ponownie sprawdzi¢ wypoziomowanie brodzika. Potaczy¢ brodzik z odptywem,
zgodnie z instrukcja montazu wybranego odptywu.

4. Place the shower tray in a dedicated place. Check the position and alignment of the drain installation and the
leveling of all 4 edges of the shower tray. Install the shower tray on the flexible tile adhesive. Before the adhesive
sets, check the level of the shower tray again. Connect the shower tray with the drain, in accordance with the
installation instructions for the selected drain.

5. Miejsce taczenia brodzika z podtoga lub $ciang nalezy uszczelni¢ za pomocg silikonu sanitarnego.
5. The place where the shower tray joins the floor or wall should be sealed with sanitary silicone.

WAZNE! Brodzik Vexo oraz Vexo Black moze zosta¢ dociety do wymaganego ksztattu.
Nalezy si¢ jednak upewnic, by doktadnie uszczelni¢ wszystkie taczenia brodzika ze
$cianami lub podtoga.

IMPORTANT! Vexo and Vexo Black shower trays can be cut to the required shape.
However, make sure to carefully seal all joints of the shower tray with walls or the floor.
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